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5G+8k Display Screen 
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Superb Visual Performance 
with 16bits Processing 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

A—Indoor Series can provide more than 281 tril lion types  color 
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■  Patented Magnet Structure 

FI at ness can be adjustable by mag net structure. 

Installation can achieve seam less by using high — quality  

 Adjustable connector 

 

■  Fulfill Stringent Electrical                 

 Performance Requirement 

Achieved by integrated die—casting aluminum, fully 

enclosed rear compartment design. 

 

 

 

 

Flatness Adjustment Structures 

Quick Lock 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Innovative Design 



 
 

 

 

 

 

Upgradable 
Pixel pitch ranging from 1.2 mm —2.5 mm for customers more choices 

 

 

 



        

 Technical Specification   

 
          PS. The parameters can be adjusted with specification 
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Module  
Parameters 

SMD Type SMD 3-in-1     
Pixel Pitch(mm) 1.2 1.5 1.8 2 2.5 3 4 

Cabinet  
Parameters 

Resolution (WH) 
5122

88 

416

234 

3842

16 

3401

92 

320

180 

192  

192 

2561

44 

Cabinet Size (mm) 640 (W) 360 (H) 60 (D) 

Cabinet Weight(KG) 6.7 

Pixel Density (Dot/m2) 
64000

0 
4264

09 
36240

4 
3E+05 

2500
00 

111, 111 
16000

0 

Aspect Ratio 16:09 

Maintenance Front Maintenance 

IP Rating (Front/Rear) IP54/IP32 

Material Die-casting Aluminum 

Optical  
Parameters 

Color Temperature, 
Adjustable (K) 

3000-10000 Adjustable 

Horizontal/vertical Viewing 
Angle 

>170* 

Center Deviation of 
Luminous Point 

<3% 

Brightness Uniformity >99% 

Chroma Uniformity  ±0.002C,Cy 

Contrast Ratio(AOB) >10000:1 

Electrical  
Parameters 

Max Power 
Consumption(w/m2) 

510 

Average Power 
Consumption(W/M2) 

100 

Power Requirements 100-240 VAC 

Processing 
Performance 

Drive Mode Constant Current Drive 

Frame Rate (Hz) 50/60 

Refresh Rate (Hz) 3840 

Processing Depth (bit) 14bit& 16bit 

Gray Scale (bit) 14bit 

Color  281 trillion 

Brightness (nits) <1200 

Brightness Adjustment Manual / Auto 

Operating  
Parameters 

Life time (h) >100,000 

Operating Temperature (0C) .-0 to 50 

Storage Temperature (0C) .-20 

Operating Humidity  (RH) 
Non-condensing 10-90% 

Storage Humidity (RH)  
Non-condensing 10-90% 


